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Subject: Ice Maker Overhang
SCOPE

Since the introduction of the SV Series of ice and drink dispensers we have had 
occasional reports of the manual fill lid not fitting correctly when an icemaker is 
installed. This has also occurred with our MD Series as well.

SYMPTOM

If the ice maker is installed too far forward the manual fill lid will be difficult to remove 
and can cause the strip lid to not fit correctly. Another symptom is that water may 
track down the front corners of the dispenser.

ACTION

In many cases when the ice maker is installed correctly there will be some overhang 
over the rear of the dispenser. The pictures on the left are incorrect in this case. The 
correct installation procedure follows.

Top Mounted Icemakers - MD Requirements

1. Location - Avoid placing the dispenser and/or ice machine near heat sources 
such as radiators, ovens, refrigeration equipment and direct sunlight. 

2. Clearances - Six inch (15.2 cm) clearance on all sides of the icemaker is 
needed.

3. Front of icemaker to be flush with front of dispenser- The front of the icemaker 
should be flush with the front of the dispenser, as shown in the drawing below. 
Because the icemaker is flush with the front of the dispenser, some icemakers 
may overhang at the back of the dispenser.

4. Drains - A separate drain line is required for the ice machine, in addition to a 
drain line for the ice/beverage dispenser.

5. MD Series dispensers require an adapter kit to install some top-mounted 
icemakers. Contact your local Servend distributor for the correct adapter kit.
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Top Mounted Icemakers - SV Requirements

1. Location - Avoid placing the dispenser and/or ice machine near heat sources such as radiators, ovens, 
refrigeration equipment and direct sunlight.

2. Clearances - Six inch (15.2 cm) clearance on all sides of the icemaker is needed.

3. Front of icemaker to be flush with front of dispenser- The front of the icemaker should be flush with the front of the dispenser, 
as shown in the drawing below. Because the icemaker is flush with the front of the dispenser, some icemakers may 
overhang at the back of the dispenser.

4. Drains - A separate drain line is required for the ice machine, in addition to a drain line for the ice/beverage dispenser.

5. SV Series dispensers may require an adapter kit to install a top-mounted icemaker. Contact your local Servend distributor for 
the correct adapter kit.

FURTHER ACTIONS

Contact Manitowoc Beverage Systems Service Sellersburg Indiana if you have any questions or concerns: 800-367-4233.
Manitowoc Foodservice Sellersburg, 2100 Future Drive, Sellersburg, IN 47172, Tel: 812-246-7000, www.manitowocbeverage.com


	Subject: Ice Maker Overhang
	Scope
	Symptom
	Action
	Further Actions


