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FIGURE 2 - Sensing Bulb

Setting up the Ice Thermostat
1. Connect the sensing bulb lead to the set of terminals at the top

of the Ice Thermostat. Connect one wire to the bottom screw
terminal and the other wire to the middle screw terminal leav-
ing the top terminal empty. (See Figure 1-A)

2. Connect the wire harness to the OUTPUT terminals labeled
C and NO. (See Figure 1-B)

3. Connect a 6 ft. minumum length 120v power cord (not included)
to the AC INPUT terminals labeled COM and 120v. Connect
the white wire to COM and the black wire to the 120v terminal.
(See Figure 1-C)

4. Attach the Ice Thermostat Sensing Bulb to the underside of
the plastic insulator on the Ice Thermostat Bulb Housing with
two plastic straps. (See Figure 2)

5. Mount the Ice Thermostat to the Nugget maker by first loosening
the screw in the back, top left corner of the Nugget Machine. The
Ice Thermostat will then fit over that screw. When you have the
Ice Thermostat hanging on the screw, tighten the screw to se-
cure Ice Thermostat. (See Figure 3 for location of Ice Thermostat.)

6. Hang the Ice Thermostat Bulb Housing on the back wall of
the dispenser located 4" in from the center divider. Check
that the bulb is securely attached to the plastic insulator, and
pull the excess wire from the bulb lead to the outside of the
bin. (See figure 4)
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Parts Included in Kit 5029335
Qty. Description Part Number
1 .............................. Thermostat ..................... 00219483
1 .............................. Wiring Harness .............. 5028735
1 .............................. SS Bracket ..................... 5028736
1 .............................. Plastic Bracket ............... 5028737
2 .............................. Screw 8-32 X 1/2 ............. 5011940
2 .............................. Plastic Zip Tie ................. 1000421
1 .............................. Instructions ..................... 5029336
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Note: Steps 7 & 8 are examples for wiring the Ice Thermostat to a
Scotsman nugget machine. The ice machine manufacture (Scots-
man, Hoshizaki, ect.) should be contacted for suggested wiring of
the Ice Thermostat to their nugget ice machine.

7. The next step is connecting the wire harness to the nugget
maker. Run the wire harness through the knockout in the
bottom right corner of the Scottsman nugget machine and
route to the control box.

8.  After you have the wire harness in the control box remove one
of the wires that is connected to the ON/OFF switch. Attach the
female connector of the wire harness to the empty terminal on
the ON/OFF switch. Attach the male connector of the wire har-
ness to the wire that you removed from the ON/OFF switch.
(See Figures 5 & 6)

To program the Ice Level Thermostat Plug the Power
Cord into a 120v Outlet and Follow the Steps Below.

1. The Ice Thermostat Set Point is to be set at 38degrees Fahr-
enheit with a 2degree differential.

2. Setting the Set Point: 38deg

a. Press and hold the Menu button until the display changes to
flashing “SP”. This will take about 2 seconds.

b. Press the Menu button again. The current set point is dis-
played.

c. Press the Up or Down button to adjust the set point tem-
perature.

d. Press the Menu button to save. The display then returns
to the sensor temperature.

3.   Setting the Differential: 2deg

a. Press and hold the Menu button until the display changes to
flashing “SP”. This will take about 2 seconds.

b. Press the Up or Down button until the “DIF” function is
displayed.

c. Press the Menu button to display the function’s current
value.

d. Press the Up or Down button until the desired value is
displayed.

e. Press the Menu button to save the new value. The display
then returns to the sensor temperature.
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