
Technical Bulletin TB102 
 
Subject :   EC402s Impinger fixing upgrade—Service kit  SA 253 
   
Equipment Affected: EC402s Issue Date :  9th May 2006  

Service kit part number SA253 consisting of :- 
1. Pt. No. DV0238 lower impinger fixing plate. 
2. Pt  No. DV0239 Impinger fixing (fast thread) (1off). 
3. Pt  No. 101820 M5 stainless steel fixing screw (2 off) 
4. Pt  No. 104054 Washer (2 off) 
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Brief description: Merrychef continually strive to improve its products and reserve the right 
to make any improvements or changes to the specification or parts of this oven.  
It has been identified that the installation and removal of the top and bottom impinger 
plate  is proving to be a problem in WAWA applications. It has also been established that it 
is not necessary to remove the upper impinger plate on a daily basis and therefore this 
plate can be permanently screwed in position. The lower plate still needs to be removable 
and thus a new thread types has been introduced. The introduction of the new fixing 
arrangement will make this process more user friendly.  

Cool down and Switch oven off and isolate 
from mains supply prior to carrying out this 
modification 

When to perform this upgrade:  
Where there are problems removing the impinger 
plate. 

1. Remove both impinger plates from inside 
cavity. 

2. Remove all the impinger fixing thumb nuts 
and fixing screw from the impinger plates. 
Retaining one thumb nut for re use. 

3. Re-attach the upper impinger plate to the 
oven using the M5 hex screws and washers 
provided. 

4. Replace the fixing screw on the lower 
impinger plate as shown. 

5. Using a 3/8”(8mm) drill, remove the  
threaded insert from the lower impinger 
fixing by drilling through the center. If 
necessary de-burr the under side using a 
small file. 

6. Attach the lower impinger bracket as shown 
bend the tabs of the new bracket around the 
original bracket as shown. 

7. Carefully clean and ensure that all metal 
debris is removed from the cavity. 

8. Re-secure the lower plate in position. 

Grub Screw 


